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Typical Applications

Separable bung bushing allows fast slip-in/slip-out drum 
change. Bushing is not a part of of the pump. No need to 
disconnect hoses and rotate pump. Sealed design provides 
moisture barrier.  

"Tie-Tube" design allows above-the-drum fluid outlet with 
immersed lower pump.

Full length wet cup prevents material from hardening on rod 
stroke area while changing drums. Extends seal life.

Immersed lower pump assembly maintains wetted rod and 
seal area, preventing material from hardening. Extends rod 
and seal life.

  Divorced Design

®

Rotatable air motor coupling allows air inlet and fluid outlet 
to be oriented to any position.

Recirculation fitting to allow material to be returned to 
drum.  Can be used to pressurize the drum.

Typical Fluids Handled

IPM's 100 Series 2:1 is designed specifically for difficult to handle materials. The immersed 
lower pump, tie-tubes, and sealing bung bushing allow quick drum change without exposing 
the system to contamination and moisture.

Air Operated Fluid Pump
100 Series 2:1

IPM • Teflon ® packings and Viton ® seals for material 
    compatibility

3107 142nd Av. E. # 106 
Sumner,  WA   98390

International Pump Manufacturing
®

IPM FAX: 253-863-2223

      Web: www.ipmpumps.com
Phone: 253-863-2222

• Aerospace
• Wood Furniture
• Automotive
• Transportation
• Sporting Goods

• SPF Insulation• Isocyanates
• Polyureas
• Polyols
• Enamels
• Waterbornes
• Acid Catylized Finishes

• Carbon steel or stainless steel construction for economy and durability

Piston style air motor allows compact pump design, best 
suited for use as a drum transfer pump.




