P-24 IPM

Air Operated Fluid Pump

Technical Specifications Dimensions
T I 2 T TS 12:1 A | |
Max. Output Flow (intermittent).....ccccceevvvveennn. 0.62 gpm (3.4 Ipm)
Max. Output Flow (continuous).......ccceeeeeeeeeennn. 0.50 gpm (2.7 Ipm)
Maximum Output Pressure......ccccceeveeeeeeinnns 2160 psi (147.0 bar)
Maximum Air Input Pressure........ccccceeeeeereneneeenne 180 psi (12.2 bar)
TG 11 =Y 1/4 npt(f)
Fluid Outlet POrt....c.cie i 3/8 npt(f)
Fluid Inlet Port 3/4 npt (m)
Rod & Piston Packings......ccuceecceereeieeiieeeeeeeeeeee e eeeeeeeeeae UHMWPE® 32
Other SEalS......uueiiieeeece et e e e e e e e UHMWPE® (812,8)
Rod & Cylinder.......cccoumiiiiiieeeeee e 304 Stainless Steel
Other Wetted Parts.....cccceeeeeeececccceeeeeeeceeeeean, 304 Stainless Steel
WEIGHT et e 15 Ibs. (6.8 Kg.)
Performance
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/ 1. Locate required flow along bottom edge of chart.
2. Follow vertically to bold line for input air pressure.
3. Follow horizontally to left edge of chart to read
0.12 0.25 0.37 0.50 0.62 maximum available fluid pressure.
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Fluid Flow gpm/(Ipm) //
,/ e
Model Numbers Pz =
Bare Stubby Pump:  IP-24S /’/,/
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Air Consumption

1. Locate fluid flow along bottom edge of chart.
2. Follow vertically to bold line for input air pressure.
IFP 107 07/00 3. Follow horizontally to right edge of chart to read air
consumption.



